. Grand5olar | GrandSolar | Grand Solar | GrandSolar | GrandSolar | GrandSolar
Inverter with UPS Model 1000SW | 2000SW | 3000Sw | 4000SW | 5000SW | 6000SW
General Specification T i e 4T I ¥l
Input Wave Form Pure Sine Wave ( Utility or Generator) Grandsolar S o
Mominal Voltage 120VAC 230VAC
Low Voltage Trip 90V+4% 184VI154V+4%
Low Voltage Re-engage 100V+4% 194/194+4%
High Voltage Trip 140V+4% 253V+4%
High Voltage Re-engage 135V+4% 243V+4% il '
Max Input Voltage 150VAC 2TOVAC
Mominal Input Frequency o50HZ / 60HZ (Auto Detect) I _ '
Low Freq Trip A7HZ for 50HZ, 57HZ for 60HZ
High Freq Trip aoH/Z for 50HZ, 65HZ for 60HZ
QOutput Wave Form (Bypass Mode) Same as Input
Overload Protection Circuit Breaker Lot
Short Circuit Protection Circuit Breaker OFF GRID HIGH CURRENT CHARGER INVERTER UPS
Transfer Switch Rating J0A or 40A
Efficiency on-line Transfer Mode 095 3 i g
Line Transfer Time 10MS Typical Grandsolar e
Bypass Without Battery Connected Yes
Mas Bypass Current J0A or 40A
Bypass Over-load Current J0A or 45A; Alam
Inverter Specification / Qutput
QOutput Wave Form Pure Sine Wave
Qutput Condition Power (W) 1000 2000 3000 4000 5000 6000
Output Continious Power (VA) 1000 2000 3000 4000 2000 6000
Power Factor 0910
Mominal Output Voltage 120/230VAC =
QOutput Voltage Regulation +10%
Output Frequency 90HZ+0.3HZ or 60HZ+0.3HZ
Mominal Efficiency | | }8?3% | | il s
surge Ratings 3000 6000 9000 12000 15000 18000 ' ' '
Short Circuit Protection Yes, Fault after 105ecs Ff GR|D HIGHEURRENT CHARGER INVERTER UFS
Inverter Specification / Input WS e -
Nominal Input Voltage 12V 24V 48V Grandsolar® =<@Bc=aown
Minimum Start Voltage 10V 20V 40V
Low Battery Alarm 10.5V 21V 42V
Low Bafttery Trip 10V 20V 40V
High Voltage Alarm 16V 32V 64V
ostandby Power Consumption <20W
Charger Mode Specification
Input Voltage Range 95-127VAC | 194-243VAC | 164-243VAC
Qutput Voltage Depend on Battery Voliage
Specification / Charge Current T0A J0A 18A
Battery Initial Voltage for Start-up 0-15.7V for 12V 2V for 24V AV for 48V
Over-charge Protection Shut-down 15.7V for 12V 2V for 24V AV for 48V

Charger Curve (4-stage Constant Current) Battery Types

4_step Digital Controlled Progressive Charger

Battery Type FastV Float V (2 for 12V, 4 for 24V)
GelUS A 14.0 13.7
AGM1 14.1 13.4 ¢ e @ BieuEDET
. i e Grandsolar 5
oealed Lead Acid 144 13.6
Gel Euro 14 4 13.8
Open Lead Acid 14.8 133
Calcium 151 13.6
De-sulphation 15.5 for 4 Hours
Grandsalar” ~i: 3@ves0is
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