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Solar Ground Mount

Pilling

Install rails

Install panels

Fix rails  with rail
clamps

03

01

04

05

Installation Steps

15m
m

15m
m

Adjustable
Range 30mm

After adjusting to the 
appropriate height, the 
corrugate surface on the 
washer and the base are fitted 
by tightened bolts.

02

Coordination of ground 
screw and base  

Fix the back bracing

Fix panels by mid clamps

Fasten panels by end clamps

Adjustable Range
 45mm

22.5m
m

22.5m
m

ALUMINIUM GROUND MOUNT

Ground Screw

Beam

Mid Clamp Kit

End Clamp Kit

Base

H-Connector

H-Connector

Square Tube

Back Bracing Rail

Rail Clamp Kit

Install the pre-assembled bracket (The pre-assembled bracket is a 
set assembled before delivery, which can be easily unfolded and 
installed, and can greatly reduce the construction period on-site.)

Install back bracing to improve stability 
of the mount
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ALUMINUM GROUND MOUNT - 
CONCRETE FOUNDATION

Base on Concrete

Beam

Mid Clamp Kit

End Clamp Kit

Base

H-Connector II
Base

Square Tube

Back Bracing
Rail

Rail Clamp Kit

H-Connector I

厦门晶晟能源科技有限公司
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Solar Ground Mount

·End Clamp 
 Kit H30~50

·Mid Clamp Kit

·Rail Clamp Kit

·Rail

·Rail Splice Kit

·Beam

·Square
 Tube

·Base

·Ground Screw
selp-Tapping screw

Washer

·W Type·N Type·A Type

Aluminum Mount Accessories

 Types of Pre-assembled Brackets

Installation Ground

Wind Load up to 60m/s

Snow Load 1.4kn/m²

Standards AS/NZS1170, JIS C8955:2017, GB50009-2012, DIN 1055, IBC 2006

Material Aluminum AL6005-T5, Stainless Steel SUS304

Warranty 10 Years Warranty and 25 Years Service Life

Technical Details

·Double W Type

·H-Connector

C
om

m
on G

round Screw

A
djustable G

round Screw

·Back Bracing


