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ELECTRICAL SPECIFICATIONS
Model Type SDM-370 SDM-375 SDM-380  SDM-385  SDM-390  SDM-395  SDM-400  SDM-405  SDM-410
Nominal Maximum Power (Pmax) 370W 375W 380W 385W 390W 395W 400W 405W 410W
Optimum Operating Voltage (Vmp) 3951V 39.62V 39.73V 39.85V 39.98V 40.11V 4025V 4038V 4053V
Optimum Operating Current (Imp) 9.37A 9.46A 9.57A 9.67A 9.76A 9.85A 9.94A 10.23A 10.12A
Open Circuit Voltage (Vo) 4733V 47.47V 4758V 47.68V 47.77V 47.89V 4801V 4814V 4824V
Short Circuit Current (Isc) 9.77A 9.87A 9.98A 10.09A 10.20A 10.31A 1041A 1051A  1062A
Module Efficiency 18.68% 18.93% 19.19% 19.44% 19.69% 19.94% 20.20% 2020%  20.20%
Cell Efficiency 20.51% 20.80% 21.07% 21.35% 21.62% 21.90% 22.18% 2245%  22.73%
Power Tolerance 0to +6W
Maximum System Voltage DC 1500V
Operating Temperature -40°C~+85°C
Maximum Series Fuse Rating 30A
Number of Bypass Diode 3
Cell Type 158.75mm x 158.75mm
Cell Arrangement 72 cells in series
Dimensions 1980x 1004x 40 mm (S DM_4'I O)
Weight 23.00kg .
"""""""""""""""""""""""""""""""""""""""""""""""""" Current-Voltage Characteristic (I-V Curve)
Front Cover 3.2mm tempered glass
Frame Material Anodized aluminium alloy 11.0 [[1000W/m?
J-Box IP67/1P68, 3 diodes £0:0
Cable 4mm (IEC) / 12AWG (UL), 900mm (650mm is optional) 9.0 800W/m?2
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Connectors MC4 or MC4 compatible
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TEMPERATURE CHARACTERISTICS sl P
Temperature Coefficient (Pmax) -0.37%/°C 1.0
Temperature Coefficient (Voc) -0.29%/°C
T o 0 10 20 30 40 50
Temperature Coefficient (Isc) 0.05%/°C
Norminal Operating Cell Temperature 453+2°C Voltage (V)
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