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EOS MONO
380-400W

158.75 mm Cell - 72 Cells
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LINEAR PERFORMANCE WARRANTY

72 Cells(5BB)

12-Year Product Warranty - 25-Year Linear Power Warranty

Monocrystalline Module

[Z553)
97 0% [[Iﬂ[l 20.16%
@

Maximum Efficiency
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Positive Power Tolerance

Guaranteed module performance
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EOS MONO by Eco Green Energy EGE-380/400M-72

ELECTRICAL DATA AT STC* PV MODULE : EGE-400M-72
Power output (Pmax) 380 W 385W 390 W 395 W 400 W 1 ‘ : : ‘
_ _ _ _ _ Cells temp.=45°C Incident Irrad.=1000W/m* 370.6W
Power tolerance 0~+5W 0~+5W 0~+5W 0~+5W 0~+5W oF i
Module efficiency 19.15% 19.41 % 19.66 % 19.91 % 20.16% < oF Incident Irrad.=800W/nf i
Maximum power voltage (Vmp) | 39.50 v 39.65V 39.76 V 39.86 V 39.92V g . k e oo i
= Incident Irrad.=400W/m'
Maximum power current (Imp) 9.62 A 9.71A 9.81A 9.91 A 10.02 A 3 F i 4
Open circuit voltage (Voc) 4820V 4825V 48.37V 48.48V 486V 2 b neent e z00WI ]
Short circuit current (Isc) 9.99A 10.08 A 10.18 A 10.28 A 104 A 0 . L . L .
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*Standard Test Conditions (STC) : Irradiance : 1,000 W/ m? « Cell temperature : 25°C « AM: 1.5 Voltage(V)

ELECTRICAL DATA AT NOCT**

Power output (Pmax) 283.34 W 287.07 W 290.79 W 294.52 W 298.25W PV MODULE : EGE-400M-72
Maximum power voltage (Vmp) 37.03V 3717V 37.27V 3737V 3742V
Maximum power current (Imp) 7.64 A 7.71 A 7.79 A 7.87 A 7.96 A O emense T Tsoew
350 = Incident Irrad.=1000W/m’ ]
Open circuit voltage (Voc) 4470V 4474V 44.86 V 44.96 V 45.07V oy L e ool a
Incident Irvad;ADga/:'
Short circuit current (Isc) 8.12A 8.19A 8.28 A 8.36 A 8.45 A § 250 [ neidentlmad. 200w/ —
= 200 — —
**Nominal Operating Cell Temperature (NOCT) : Irradiance: 800 W/ m? « Environment temperature : “;’ 0 L i
20°C « AM: 1.5 » Wind speed: 1 m/s S
100 — —
50 -
MECHANICAL CHARACTERISTICS 0 )
0 10 20 30 40 50
Cell type Monocrystalline (158.75x158.75 mm)
Voltage(V)
Number of cells 72
Dimensions 1,980x1,002x35mm
Weight 22.9 kg
Glass 3.2 mm Tempered Glass, High Transmission (>94%), Anti-Reflective Coating Dimension of PV Module (mm)
Frame Anodized aluminium alloy
junction box IP68 rated (3 by pass diodes) 35 1002
Cable 4mm?2, 900mm (+) 900mm (-) ; Length can be customized 290.5 — o N
| &Y N
Connector MC4 or MC4 compatible 1 H
Max front load (e.g.: snow)|5,400 Pa §
Max back load (e.g.: wind) (2,400 Pa —
TEMPERATURE CHARACTERISTICS MAXIMUM RATINGS v
o
g
NOCT 45°C+2°C Operating temperature range|-45 °C ~+85 °C o 2
Temperature coefficient of Pmax|-0.396%/°C . 1,500V/DC(IEC)
Maximum system voltage
Temperature coefficient of Voc  [-0.31%/°C 1,500V/DC(UL)
Temperature coefficient of Isc  |+0.06%/°C Max series fuse rating 25A 1 -
] ] 8
A|lA
PACKAGING (1,980x1,002x35mm) 1 0 ~
© 5
Type Quantity Weight
Per pallet 31 pcs 740 kg
40ft HQ Container 784 pcs 18.75t
!
G REEN EN ERGY E 'E Specifications included in this datasheet are subject to change without prior notice.
p Refer to our website for further information or contact one of our sales staff.
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