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Voltage (V) PMS280W

Technical Specifications #AR&#
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Electrical acteristics BT fEE

STC NOCT STC NOCT STC NOCT
Maximum Power (Pmax) 280Wp 208Wp 285Wp 221Wp 290Wp 219Wp
Maximum Power Voltage (Vmpp) 36.0V 33.8V 36.0V 33.8V 37.0V 34.5V
Maximum Power Current (Impp) 7.78A 6.17A 7.92A 6.28A 7.84A 6.35A
Open Circuit Voltage (Voc) 45.0V 423V 45.0V 423V 45.1V 42.4V
Short Circuit Current (Isc) 8.40A 6.75A 8.55A 6.87A 8.47A 6.93A
Power Tolerance(Positive) 5% 5% 5%
Module Efficiency STC 17.90% 18.54% 15.10%
Operating Temperature Range -40°C to +85°C
Maximum System Voltage 1000V
Series Fuse Rating 15A
Temperature Coefficient of Pmax -0.39%/°C
Temperature Coefficient of Voc -0.29%/°C
Temperature Coefficient of Isc 0.05%/ °C
Nominal Operating Cell Temperature(NOCT) 45+2°C
Cell Type Monocrystalline 156x156 mm
Cell Number 72 (6x12)
Dimensions (mm) 990x1580x35 990x1580x35 990x1580x35
Weight(Kgs) 16.50 16.50 16.50
Front Glass 3.2 mm, High Transmission, Low Iron,Tempered Glass
Frame Type Anodized Aluminium Alloy
Junction Box Protection Class IP 67 Rated
Connector Type MC4
Output Cables 4 mm’, Length: 900 mm
STC: Irradiance 1000W/m ? (g:’ Cell Temperature 25°C e AM=1.5
NOCT: Irradiance 800W/m ? @ Ambient Temperature 20°C @ AM=1.5 e Wind Speed 1m/s

* Remarks:Products specifications are subject to change without notice.
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