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LF670M12-66H

® LF650M12-66H

® LF655M12-66H —
® LF660M12-66H Ningbo Lefeng New Energy Co.,Ltd

® | F665M12-66H

Electrical Characteristics

TYPE LF650M12-66H LF655M12-66H LF660M12-66H LF665M12-66H LF670M12-66H
______POWEROUTPUT 0 655 660 e6s 670
STC __MAXPOWER TOLERANCE | o-5w 05w | o-5w 05w 0-5W
'1\/|00<§)V\|//M MODULE EFFICIENCY (%) 20.92 21.41 21.25 21.41 21.57
o L
Tem;eratu re  VOLTAGEMPPVmpp sr75 ®rer 808 %828 3843
25« CURRENT MPPImpp (A) - frzs 728 78 w3 1743
AMIS T VoLTAGE OPEN CIRCUITVOE 4568 487 003 w020 asa2
SHORT CIRCUIT CURRENT Isc (A) 18.35 18.40 18.46 18.50 18.56
NOCT ... POWEROUTPUT 49935 50319 .. 507.03 ... 51087 51471
800W/M° . VOLTAGE MPP Vmpp (V) 3441 3456 3471 3489 3503
Environment CURRENT MPP Impp (A) 14.51 14.56 14.61 14.65 14.69
Temperature At TacE MDEN 1Bl T N e (I . .
20°C 'VOLTAGE OPEN CIRCUIT Voc (V) - 4217 4235 4250 4269 4286
AM.1.5 SHORT CIRCUIT CURRENT Isc (A) - 1560 1565 1570 1575 1579
TEMPERATURE COEFFICIENTS Isc 6 /°Q o046
TEMPERATURE COEFFICIENTS Voc  (%/¢ 026
TEMPERATURE COEFFICIENTS Pmpp (%/°0) 034
NOCT Q) 452°C
Mechanical Data Working Conditions
DIMENSIONSOF MODULE  2384*1303*35mm__~  MAXSYSTEM VOLTAGE (VDO) 1500V
WEIGHTKg) 340 SERIES FUSERATING 30A
CABLE . Amm? _~ MECHANICALLOAD 5400Pa
GLASS High transmission glass 3.2mm OPERATING TEMPERATURE (*C) -40~+85
JUNCTIONBOX IP68, 3 Bypass-Diode, 300mm inlength ~ APPLICATION CLASS . . A
TYPE OF CONNECTOR Compatible with MC 4 plug Ry, C U RVE S
Packagmg COﬂfIgUI’atIOI’]
loading Capacity 124 pcs/20GP
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 558 pcs/40HC S— ]

Incident Irrad. = 600 W/m?

Contact Information ]

Incident Irrad. = 400 W/m?*

Current [A]

Incident Irrad. = 200 W/m?*
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