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Commitment of EGing PV to continuous |mp
rovement in techniques and knowhow for
manufacturing ensures the high quality of EGing"
Modules. They deliver high performance with stable
efficiency for wide variety of applications ranging from
roof systems of different sizes to large and utility scale
solar farms. :

EGing Module Features

Flexible Size:
EGing supply chain management expertise makes possible customer tailored module solutions for different
systems and applications.

Product Warranty: 10 years for product workmanship
Guaranteed power output:

25-year linear power output warranty

Guaranteed by:

By the international, domestic well-known certification authority issued a certificate
O TUV,IEC 61215,IEC 61730
O VDE,IEC 61215,IEC 61730
o MCS
o CE
0 CQC
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ELECTRICAL CHARACTERISTICS
TN

PowerToIerance% 0~+3 0~43 0~+3 0~+3 0~+3

Maximum Power Voltage(V) 3126 3153 3178 32.04 3230

Maximum/Power Current(A) '8.96 9.04 9.13 9.21 9.29
3828 3848 3868 38.88 39.08
‘Short Clrcult Current()/ / // /953 958 964 970 975
1710 1740 1770 1800 1830
“ MaX|mum SystemVoItage(V) y " /1000 . 1000 1000 ~ 1000 1000
B T
Temperature Pmax %/°C /- £(0.43+0.05)
Coefficient J “ 9%/°C 0.0420.015
%/°C , -(0.325+0.1)
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pcs 60

mm 156X156

mm 1650X990X35
kg 18.6
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Temperature Range (°C) -40°C~+85°C

Allowable Hail Load 25mm ice-ball with velocity of 23m/s

Specifications in this catalog sheet are subject to technical changes and product innovations.EGing PV reserves the right of final interpretation.
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