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Solar Module 

ELECTRICAL TYPICAL VALUES 

Model 

Type 

Rated Power (Pmpp) 

Tolerance 

Rated Voltage {Vmpp) 

Rated Current (lmpp) 

Open Circuit Voltage (Voc) 

Short Circuit Current (ise) 

Module Efficency (%) 

Nominal Operation Cell Temperature 

Voltage Temperature Coefficient 

Current Temperature Coefficient 

Power Temperature Coefficient 

CE 

LOTUS ENERGIE 
Reliable Energy Solutions 

MIR340P MIR345P MIR350P MIR355P MIR360P MIR365P MIR370P MIR375P 

72C/M 72C/M 72C/M 72C/M 72C/M 72C/M 72C/MPERC 72C/MPERC 

Monocrystalline & PERC Monocrystalline 6 inch x 6 inch Square, 6 x 12 Pieces in series 

340 345 350 355 

38,13 38,27 38,42 38,80 

8,92 9,03 9,13 9,16 

46,70 47,00 47,21 47,45 

9,32 9,42 9,64 9,68 

17,56 17,82 18,07 18,33 

45•c ± 2·c 

-0,31%/°C 

+0,06%/°C 

-0,39%/°C 

360 365 

0~+5w 

38,93 39,20 

9,25 9,32 

47,66 47,90 

9,77 9,81 

18,59 18,85 

ISO 
� 

10002 

370 375 

39,48 39,93 

9,39 9,41 

48,24 48,48 

9,88 9,95 

19,11 19,37 

45•c ± 2·c 

-0,29%/°C 

+0,05%/°C 

-0,37%/°C 

MIR380P 

72C/MPERC 

380 

40,22 

9,46 

48,76 

10,01 

19,62 
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