Monocrystalline

e Module Parameter
Module Specification y

Maximum Power Puax(WP) 350 360 370 380
THEMustang(DMODUIE Power Tolerance Puax(%) 0~b 0~b 0~b 0~b
HSM3 5 0_3 80M 1 5 6 (PERC) Maximum Power Voltage Vue(V) 38.06 39.00 5852 39.45
Maximum Power Current lwee(A) 9.21 9.24 9.42 9.65
Mono 350~380W Open Circuit Voltage Voc(V) 46.45 47.70 47.78 48.10
Short Circuit Current lsc(A) 9.71 9.70 9.92 10.21
Module efficiency nm(%) 11853 18.5 18.9 11953

NOCT: (Air—-mass AM1.5, Irradiance at 1000W/m?, battery temperature: 25°C)

. . 992mm
— *
Solar Cells Mono-crystalline 156.75*156.75mm(6 inch) YT e
\9J . .
Cell Orientation 72 cells (6*12) o
Module dimensions 1956%992*40mm (62.2*41.89*1.57 inch)
IS0 9001:2015. 1SO 14001:2015. OHSAS 18001:2007 Factory certification Weight 22 Kg (48.5 Ib)
19
Glass Super white anti—reflection tempered glass. ﬁ‘ "
~
Frame Anodized aluminium alloy ~
J-Box IP 68, MC compatible
Cables Two strips of 4.0mm: (0.0062 in2) wire and 1200mm long
. IS g €
Connector Original MC4 Plus = 234 g £
O 4 . groundingnark  |;| 0| O
w0 ™. Groundingholes A NN
Module Characteristi 1 i |
Qty/Box B2 52 57
ey g
" Positive allowance assurance: Number of Boxes 5 11 11
guaranteed power output (0~5%) 4 82149 A
Total 260 572 627 [%._mountingholes
—)
Note: When the module Mfefcyc\e completes, 204eakageholes
e\ Strict qualitycontrol: 4% lower 3% lower it should be recycled by professional institutions. ]
Allmodules undergo Electroluminescent test, 1500V transportation cost Land cost % A{ %W“S Q
insulation test and electrical performance test y. i —_
1
; . & o 11 year product ) A o)
Reliable performance: Operating temperature S40iC=+351¢ wo\r/kma%ship warranty ) -
Anti-reflective glass coating and advanced cell surface texturing ensures
better capture of direct and indirect light .
@ Lower temperature coefficientin hot environment produces higher output 5 1 500\/ DC ( |EC ) / 25 year linear
Maximum system voltage TOBOVIHE (L) power warranty .
- 9 9 Refer to the Product
Make full use of limited space Rleducleld by 2.5% ReducedBkgSj 236 : : Heiario b _UC
TW The output power of 72-cell modules can reach to 380W nstallation cost cost Max Series Fuse Ratings 15A Warranty for details) o
mm
Higher conversion efficiency reduces system cost per watt T — 10mm
. |
£ £
Frontal mechanical load (anti—snow, wind) | 5400pa $ E
<
Back mechanical load (wind resistance) ‘ 2400pa
1.5mm 1.5mm
Note: The detailed parameters are subject to the final mass production data ! o - : A-A = T = I

[k [E NO.123 NORTH HENGSHAN ROAD Luoyang, China
3 O] Sales Line: 0086 379 65188718
Note: Read safety and installation instructions before using the product. W Warranty == Http://www.winner-solar.net

If the specifications of this data sheet are changed, the actual product shall prevail.

E-mail:sales@winner-solar.com




