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® NS-KBR-L ® NS-KBER-5P ® NS-KEC-F ® NS-KIC-F

il

® NS-GA-H-130

Standard ground

® NS-GA-H-70

Design Standard: IS C 8955:2017
Tilt Angle: 0.45 Deg
Design Wind Load:  <46m/s

Design Snow Load; <1 4KN/m?2

Main Material: ALBO0S-TS Anadized/Electrophoresis
Ground Screw; SUS304/5US316
Fixed Base: Ground Screw! Concrete

® Horizontal Placement Iimage

Quality Assurance: 10 years warranty, 25 years service life
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* Vertical Placement Image

® NS-KAR-C60 ® NS-GB-H-190 ® N5-GB-H-110
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® N3-T5055-L ® NE-GAS0-B110-01 ® N3-GAS0-B140-01

>> Solar Ground Mounting System

® Different Types

® A Type Pre-assembly Set 8 A Type

B Competitive price, and suitable for cases below Y00mm from the ground.

\

o N Type Pre-assembly Set

®N Type

B Adjustable, and suitable for cases above 700mm from the ground.

\

o'W Type Pre-assembly Set

® W Type

W Stable, solid, suitable for most cases and mainly used in the strong wind
and snowy areas.

| : ‘\;&;
XIAMEN 9SUN SOLAR TECHNOLOGY Co., Lid Nl

PAGE/17-18»



asuusolg} * Www.9sunsolar.com >> Solar Ground Mounting System

>> Solar Ground Mounting System

>>Solar Ground Mounting System

® Technical Image
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All-direction Slopes | $7
g oo
M Suitable for all kinds of slopes. B & |
No land rectification is required at the installation site, so as to reduce construction period and cost. ===
® NS-KEC-F

® NS-KAR-L ® NS-KAR-SP ® N3-GA-H-130 ® NS-GA-H-T0 ® NS-T5060-L ® NS-GA50-B140-01

Under different circumstances, rails can be
adjusted in the range of 0~45 degrees with
the help of fittings.
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