GERMAN BRAND @D
20 YEARS PRODUCT WARRANTY

30 YEARS LINEAR POWER WARRANTY

Boost S
ASWS-415-MS305-BW

Shingled-Cell Monocrystalline Silicon PV Modules

NEW VERSION 2%

SHINGLED-CELLS

MONOCRYSTALLINE

FRAME: BLACK
BACKSHEET: BLACK

@ 1812x1096x30 mm
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Shingled-Cell Monocrystalline Silicon PV Modules

Cell Type
Cell Arrangement
Module Dimensions

Weight

Shingled-Cells, Mono
305 Cells (61x5)
1812%1096x30 mm
20.8 kg

Glass 3.2 mm highly transparent, reinforced glass
Backsheet Anti-aging film (black) 12322
Frame Material Anodized aluminium alloy (black) Extended ASWS linear warranty
Junction Box Protection class IP68 90% Standard performance warranty
2 O ociti . ; . .
Cable 4.0 mm? positive pole: 1200'mm, negative pole: 1200 mm; 3.00%
cable length can be customized Istyear Degradation
Maximum Test Load
Pull / Push 2400Pa /5400 Pa 83:5% ot
Connector MC4 compatible connector Years 5 10 15 20 25 30
No. of Bypass Diodes 2 Bypass Diodes
Maximum Power (Pmax/W) 405 410 415
N Cell temperature 25°C AM1.5 1000 W/m?
Voltage at Maximum Power (Vmp/V) 34.30 34.40 34.40 B - _
1000w/m?
Current at Maximum Power (Imp/A) 11.86 11.97 12.08 - 2 2\
w/m? 10 | —oC
Open Circuit Voltage (Voc/V) 4130 41.40 4150 - soow oo
< 2 < e
Short Circuit Current (Isc/A) 12.53 12.65 12.80 A Z o |l =
= E ——80°
Module Efficiency (%) 20.40 20.60 20.90 5 oL B 3 a
Power Sorting (W) 0~+5 0~+5 0~+5 DY T Y — 2
ol - 0
0o 10 20 50 0 10 20 30 40 50
Voltage (V) Voltage (V)
Maximum Power (Pmax/W) 305 309 312
Voltage at Maximum Power (Vmp/V) 32.70 32.80 32.80
Current at Maximum Power (Imp/A) 9.33 9.41 9.53
Open Circuit Voltage (Voc/V) 39.40 39.50 39.60 A
Short Circuit Current (Isc/A) 10.09 10.19 10.31 £ t
*STC (Standard Testing Conditions): Irradiance 1000 W/m?, Cell Temperature 25°C, AM 1.5 % H —
**NMOT (Nominal Module Operating Temperature): Irradiance 800W/m? Ambient Temperature 20°C, AM 1.5, _§
Wind Speed 1 m/s %:
=
£ o £
€ £
o~ o
2 g
Temperature Coefficient (Pm) -0.34 %/°C (S
Temperature Coefficient (Voc) -0.27 %/°C p
Temperature Coefficient (Isc) 0.04 %/°C ! u
1096 mm 30mm
Maximum System Voltage 1500 V (DC)
Operating Temperature -40°C ~ +85°C Modules per Box: 30/36 pcs
NMOT (Nominal Module Operating Temperature) 42.30+2°C Modules per 40'HQ Container: 924 pcs
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IEC 61215 / IEC 61730
WEEE-Reg.-Nr. DE 15553592
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