M10

Conventional

AOX 78M10HC
590W-605W

e Based on M10-182mm solar cells.

» Higher module quality ensures long-term
reliability

» MBB Technology, better light trapping and
current collection to improve module power
output and reliability.

» Excellent Anti-PID performance guarantee
via optimized mass production process and
materials control

WORLD SHINES BECAUSE OF YOU

PRODUCT Warranty

12-year Warranty for Materials and Processing

30-year Warranty for Extra Linear Power Output

PRODUCT Certifications

‘) 180 IEC.. (€
TUVNORD D% s o

ocean solar




2455.00

| 1134.00 mm

1098.00

Front

Electrical Characteristics

9
I~ Length:¥2mm
idth:+
I |14 35 Width:£2mm
» 4.5 Height:+1mm
25) Row Pitch:£2mm
@ A-A
JJf L
Al A T 180
E 160
:B) > o g8 .
s 2 560
8?, . 140 o
33 ® &
l g 120 420
== « o Isc 2 350
G 100 <
2 ™ Voc| ¢ 280
g ® S 3 210
° Amax 140
2 e
3 70
£
S 40 i N
g o 5 10 15 20 25 30 35 40 45 50 55 60
& Current-Voltage & Power-Voltage Curves
50 25 o 25 50 75 100
Cell Temperature(°C)
Temperature Dependence of Isc,Voc,Pmax
<
| 35.88mm
Side Back

STC:AM1.5 1000W/m? 25°C

NOCT : AM1.5 800W/m? 20°C 1m/s

Test uncertainty for Pmax: +3%

Module Type AOX-78M10HC590W AOX-78M10HC595W AOX-78M10HC600W AOX-78M10HC605W
Testing Condition STC NOCT STE NOCT STC NOCT STC NOCT
Maximurm Power (Pmax/W) 590Wp  446Wp 595Wp 450Wp 600Wp  454Wp 605Wp  459Wp
Voltage at Maximum Power (Vmp/V) 4428V 4147V 4438V 41.64V 4448V 4181V 4458V 4198V
Current at Maximum Power (Imp/A) 13.33A 10.75A 13.41A 10.80A 13.49A 10.86A 13.57A 10.93A
Open Circuit Voltage (Voc/V) 53.72V 50.75V 53.82V 50.85V 53.92v  50.95V 54.02V 50.50V
Short Circuit Current (Isc/A) 13.93A 1N.42A 14.02A MNA47A 14.1A 11.52A 14.33A 1.55A
Module Efficiency(%) 21.20% 21.40% 21.60% 21.80%
Mechanical Parameters Operating Parameters
Cell Orientation 6*20 (120) solar half cells Operational Temperature -40~+85 °C
Junction Box IP 68 3 diodes Power Output Tolerance 0~5W
Qb (4723500 (o2 30 o Exsomized Yocandlsc Tolerance -
Maximum System Voltage 1000/1500VDC(IEC)
Glass 3.2mm, High Transmission, - - -
AR Coated Heat Strengthened Glass Maximum Series Fuse Rating 25A
Frame 35mm Anodized Aluminium Alloy Nominal Operating Cell Temperature 45:2°C
Weight 19.2kg Protection Class Class I
Dimension 1755*1038*35mm ) " UL type Tor 2
Fire R
Packaging 31pcs/pallets,858pcs/ 40HQ Container reRating \EgC\aSS €
Mechanical Loading Temperature Ratings (STC)
Front Side Maximum Static Loading 5400Pa Temperature Coefficient of Isc 0.046%/°C
Rear Side Maximum Static Loading 2400Pa Temperature Coefficient of Voc -0.25%/°C
Hailstone Test 25mm Hailstone at the speed of 23m/s Temperature Coefficient of Pmax -030%/°C
Product Warranty Product Certifications
Warranty for Materials and Processing 12 Year TR
Warranty for Extra Linear Power Output 30 Year ﬁ,v@ I\g,p I EQ BHEH c €
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