PRODUCT INTRO

CfMb Series

MONO CRYSTALLINE DOUBLE GLASS SOLAR MODULE
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QUALITY GUARANTEED

@ Linear output power guaranteed
@ 10 years product warranty
@ 30 years linear power output

High Efficiency Positive Power Selection

solar cell technology Module will generate power
the high module selection of 0 to +5W.
efficiency up to 20.6%.

240

1038[40.87]
996 [39.21]
14 x 9[0.55 x0.35]
Mounting slots
8 plaot-}sg 9 T
Junch_ron X
y Producttabel | 5 & 7
A L % EEE
2051002 4 T T Flgl % ﬁ
Ground holes RS
2 places
(] ]
AL 1A
ol o—
0|
B
=
__1H35[1.38]
Lo
B

19| Green Energy Power

Module is capable to withstand
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Strong Load Capacity

Reliable quality Higher Weatherproof Rating

Module is manufactured in J-Box performs module with an
accordance with international environmental protection rating to
quality standards ISO9001 1P68.

0Pa wind loads and 5400Pa
Snow loads.
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4 MODULE CHARACTERISTICS

GEP-CfMb355M GEP-CfMb360M  GEP-CfMb365M GEP-CfMb370M GEP-CfMb375M

Models GEP-CfMb355MH GEP-CfMb360MH GEP-CfMb365MH GEP-CfMb370MH GEP-CfMb375MH
| MaxmumPower(Pmed sssw sow sesw srow arsw
. PostvePowerSeecton ofW O/+SW  o/ssW oW o/ssW
| MaxmumPoverVotage Vmp) v v sav saav. aasv
| MexmumPowerCurerte)  1054A  1062A 10714 1079A  10.88A
| OpenCiruitVohage Voo) so3v sosv a0y v sV
| ShortCroutCument(sd  1128A 11388 1424 1149A  1156A
| ModdeEffcency 195% 198% 200% 208% 206%
| Operatingmodule Temperature —a0C-s85C
© MexmumsystemdC)Vokege DClo0OV/1500V(EC)
| MexmumSedesFueRetng A
© NominalModde Operating Termperatws ae2c
| Temperatue Coeffidents of Pmax  _osew/oc
| TempertueCoefficentsofvos _osoawc
| TemperstureCoeffcentsoflss +o0s0%C

4 MECHANICAL CHARACTERISTICS

Solar Cell 166x83mm 9 Mono crystalline 166x83mm 9BB
Numberofcels 12006x20)
" Dimensions 1756x1038x30mm ( 69.13x40.871.18inches )
Weight 22.7Kg (50.041bs)
FrontGlass 2.0mm (0.08inches) front glass
BackGlass 2.0mm (0.08inches) Back glass
R Anodized aluminum alloy
unctionBox Pe8rated
Ccable 4mm? solar cable 300mm (11.81inches) Customized Length |
oodnEstx MC4 PV-XT101.1/z4S-abode/JK-CABLEO2
Double-sided factor | (70s8%)

20GP 40HC
Pocesperpalet s s
peletspercontaner 6 2
Pecsspercontaner 20 o0

STC: irradiance 1000 W/m?, module temperature25°C, AM=1.5;Tolerance of Pmax is within +/- 3%.
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