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Additional value from SP LAR Solar ’s linear warranty

linear performance warranty Standard performance warranty

SPHM6-54L
395-415 Watt
MONO CRYSTALLINE MODULE

SP395HM6-54L SP400HM6-54L

SP405HM6-54L SP410HM6-54L

SP415HM6-54L

12 

25 

 

0 ~ +5W
Positive power tolerance

415 W
Highest power output

Product warranty

Linear power warranty

years

years

21.25%

www.spolarpv.com
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Dimensions IV-Curves

Packaging Configuration

Cell Type

No.of cells

Dimensions

Weight

Front Glass

Frame

Junction Box

Output Cables ² 1×4.0mm , Length:300mm or Customized Length

Anodized Aluminium Alloy

IP68, MC4 Compatible, 3 Bypass Diodes

3.2mm, High Transmission, Low Iron, Tempered Glass

21.5 kg

108 (6×18)

395

12.71

31.08

37.36

13.47

20.22%

400

12.76

31.35

37.69

13.52

20.48%

405

12.81

31.62

38.02

13.57

20.73%

410

12.86

31.88

38.35

13.62

20.99%

SP395HM6-54L SP405HM6-54L SP410HM6-54L

415

12.92

32.12

38.67

13.67

21.25%

SP415HM6-54LSP400HM6-54LModule Type

Maximum Power -Pmax (W)

Maximum Power Voltage - Vmp (V)

Open-circuit Voltage - Voc (V)

Maximum Power Current - Imp (A)

Short-circuit Current - Isc (A)

Module Efficiency STC (%)

Temperature coefficients of Pmax

Operating Temperature(℃)

Maximum system voltage

Maximum series fuse rating

-0.350%/℃

-0.275%/℃

0.045%/℃ 45±2℃

-40℃~+85℃

25A

Power tolerance

Temperature coefficients of Voc

Temperature coefficients of Isc Nominal operating cell temperature

Mechanical Characteristics

Electrical Characteristics at Standard Test Conditions (STC)

Current-Voltage Curve under different irradiance 
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Current-Voltage Curve under different working temperatures 
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*The company reserves the final right for explanation on any of the information presented hereby.

1724×1135×35mm

Mono-crystalline PERC 182×91mm

0~+5W

62pcs/stack, 806pcs/40'HQContainer ( Two pallets=One stack )
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