Monocystalline Silicon Solar Panel

WA

KEY FEATURES Superior Warranty

e 10-year product warranty

PID RESISTANT e 25-year linear power output warranty
High Power Output 100%

9 P! 97% . Added Value From Warranty
High transmission,low Iron i
Tempered Glass 90%

Bypass Diodes
Protection

80%
Salt Mist And Ammonia

Resistance Test

Year

DIMENSIONS MECHANICAL CHARACTERISTICS

Frame Material Anodized Aluminium Alloy
Front Glass Tempered Glass
996s: BT 0
n . ] Back Cover TPT(Composite film)
Cell it EVA
M Junction box P67
Enlarge view of
‘mounting hole(10;1) Cables 4mm*
Connector MC4
o Max wind load 2400Pa
E b g
Grounding Holes,/'| {57 = C’@ Max snow load 5400Pa
10 Places
Mounting Holes 4 Places| £
for NexTracker TEMPERATURE COEFFICIENT
NOCT 47°C(£2C)
Mounting Holes 8 Places| il
946 Temperature Coefficient of Pmax -0.45%/C
g’;‘,g‘g holes; E i Temperature Coefficient of Voc -0.35%/C
& Temperature Coefficient of Isc 0.05%/C
Operating Temperature -40°C ~+85TC
I-V CURVES ELECTRONICAL CHARACTERISTICS
Module Type 0S-HM72-390 0S-HM72-400 | OS-HM72-410
T Ty
Maximum Power(Pmax) 390W 400W 410w
[~ 800W/m”
< Maximum Power Voltage(Vmp) 40.48V 41.08V 41.64V
E G00W/m” \
2 4l \ Maximum Power Current(Imp) 9.63A 9.74A 9.82A
3 400W/m?
200w Open Circuit Voltage(Voc) 48.58V 49.30V 50.10V
0 Short Circuit Current(Isc) 10.13A 10.24A 10.32A
0 10 20
Voltage(V) Number of Cells 144(6*24) 144(6"24) 144(6+24)
Size of Cells(mm) 156*78 156*78 156*78
Dimensions(mm) 2015'996"35 | 2015996'35 | 201599635
<
5 Power Tolerance +3%
3 Maximum System Voltage 1500VDC
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