
ATK  HZ 70T Horizontal Baler Press

✓ 12 month warranty

✓ Automatic variable length setting

✓ 
operation

✓ Optional extras including conveyor and 
bin lifter

✓ Removable top and bottom shear blades

✓ Lower photo eye for automatic start/stop

✓ 
guides

✓ Full stroke compaction

✓ Automatic shear jam correction

✓ Hydraulic door latch with safety interlock

✓ Left and right door swing

✓ 50/60/70 tonne auto settings

✓ CE approved

✓ 

Take control of your waste and convert packaging materials 

such as cardboard, plastic and paper waste into dense, space 

saving bales. The baled waste will be easier to handle and less 

costly to transport. A favoured choice of recyclers and industrial 

users alike.

ATK HZ 70T Horizontal Baler Press

Removable top and bottom shear blades

Lower photo eye for automatic start/stop

Hydraulic door latch with safety interlock
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Press Force    50, 60, 70 Tonnes 

Loading Aperture (W x D)  1200 x 1009mm

Bale Weight    up to 650 Kg 

Bale Dimensions (H x W x D)  750 x 1100 x 1200mm

Cycle Time     45 seconds 

Noise      82 decibels 

Machine weight    7700 Kg 

Power Supply (kW-V-Hz)   63amp 3 Phase 22kW-400V-50Hz

Overall Dimensions (H x W x D)  2008 x 7000 x 1782mm 

Optional Feed Conveyor

ATK  HZ 70T Horizental Baler Press

Operating Voltage – 400v.

Frequency – 50hz.

MCB (Minature circuit breaker) if 

TECHNICAL SPECIFICATIONS
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