
All PAKAWASTE equipment conforms to the EC machine safety directive (2006/42/EC previously 98/37/EC & amendments)

For further information and technical data, contact our sales staff at:

Rough Hey Road, Preston, PR2 5AR 

t: +44 (0)1772 796688  f: +44 (0)1772 792474

e: sales@pakawaste.co.uk w: www.pakawaste.co.uk

Pakawaste Ltd. reserves the right to make alterations to equipment

design and specifications without prior notice.

Photographs for illustration purposes only.

P O R T A B L E

T W I N  C H A M B E R  B O T T L E  B A L E R

T E C H N I C A L  S P E C I F I C A T I O N S I N G L E  C Y L I N D E RS I N G L E  C Y L I N D E R

Height

Width

Depth

Weight

Motor

Loading aperture size

Cycle times

Certificate number: 12818  | ISO 9001  | ISO 14001  | BS OHSAS 18001 PK 1431 ISSUE BPAKAWASTE LIMITED

2.342m

2.050m

0.851m

562kg

240V, 16 amp single phase

0.70m height x 0.50m length x 0.50m depth

35 seconds

PIERCING MECHANISM

Power supply

The Twin Chamber Bottle Baler is a top loading baler that 

can turn up to 1500 bottles into one small bale without the 

need to remove caps.

A 30 litre retention tank with tap connector collects all 

residual liquid.

B A L E  D I M E N S I O N S :

H E I G H T :  0 . 6 7 5 M

W I D T H :  0 . 7 M

D E P T H :  0 . 5 M

W E I G H T :  ~ 4 0 K G

( D E P E N D E N T  O N  M A T E R I A L )

2.2kW

V E R T I C A L

Pressing force 4.5 tonnes

Noise level 72dB(A) 


